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General Information
Vessel Name Noordhoek Pathfinder
Ship Type ROV Support / Survey Vessel
Classif ication Lloyds Register, +100A1, +LMC, DP 

(AA) / Class II
Flag / Port of Registry Dutch / Zierikzee

Principle Dimensions
Length Overall 61.9 m
Breadth 12.8 m
Depth Moulded 5.5 m
Deadweight 1,500 mT (@4.65m draught)
Draught Summer 4.65 m

Manoeuvring and Propulsion Systems
Main Engines 2 x 950 kW (Caterpillar)

2 x 500 kW (Caterpillar)
Emergency Generators 1 x 105 kW (Caterpillar)
Main Propulsion 2 x 900 kW (Veth/Azim.)
Forward Thrusters 2 x 350 kW (Veth/Tunnel)
Shore Connection 1 x 105 kW

Permanent Survey Equipment
Permanently Installed 1x Reson 7125 Multibeam

1x L3 Klein 3310 Subbottom Profiler
1x L3 Klein 3000 Side Scan
1x Edgetech 4200 Side Scan
1x Veripos Ultra DGPS
1x CNAV 3050 DGPS
1x POSMV Inertial MRU + Backup
1x Sonardyne Ranger USBL
1x Fully isolated transformer
1x 1Gbit Network

Dynamic Positioning Systems
DP Classif ication DP (AA) / Class II
DP System Navis
Reference Systems 1x Veripos Ultra DGPS

1x CNAV 3050 DGPS
3 x Gyro Compasses
1x Sonardyne Ranger USBL
2 x Vertical Reference Units
2 x Wind Sensors
1 x Cyscan (Interface)

Performance / Consumption
Economical Speed 12.0 knots at tba mT / day
Service Speed 14.0 knots at tba mT / day
Endurance 48 days Transit (14,000nm)

72 days on DP

Tank Capacities
Fuel Oil 600 m3

Fresh Water 150 m3

Ballast Water 400 m3

Lub. Oil 8.0 m3

Fresh Water Maker 7.5 mT / 24hrs

Cargo Area
Work Deck Area 360 m2

Deck Strength 5.0 mT / m2

Below Decks 80 m2 (hatch covered)

Moon Pools
Main Moon Pool 3.0 m x 3.6 m
Auxiliary Moon Pool Starboard Side 1x Ø 1.0 m

Port Side 1x Ø 1.0 m

Deck Machinery
Offshore Crane 25 mT at 8.0 m / 5 m SWH
Lashing Points 12 x 10 mT SWL

10 x 20ft Container Fittings

Survey / RO(T)V Systems
ROV Equipment 1x Work Class ROV

1x Inspection Class ROV
     Moonpool launched and/or  
     launched over the side

ROTV Equipment 2x ROTV (dedicated LARS)
Tow-Fish Equipment 1x Side Scan Sonar

Accommodation
Accommodation 40 persons incl. marine crew
Wheelhouse and Accommodation fully air conditioned / heated.

Survey Offices / Laboratories / Workshop
Offline Office 1x 50 m2

Online / Controls Office Combined Area
1x 75 m2

General Purpose 2x Offices

Wet Laboratory 1x 100 m2 (hangar type)
Workshop 1x 100 m2 (hangar type)

Navigation and Communication Systems
Navigation 1 x Magnetic Compass

1 x Radar, 12 ft. Scanner, S-Band
1 x ��Radar, ARPA, 6.5 ft. scanner with 

display at DP Console
1 x Navtex
1 x Echosounder (200kHz)
1 x �Doppler Log (Bottom & Water 

Track)

Communication 2 x Inmarsat Satcom C (with SSAS)
1 x Inmarsat Satcom F33
1 x V-SAT
1 x �MF/HF DSC Transceiver / 

Controller
2 x SART Radar Responders
1 x EPIRB Hydroacoustic Release
2 x VHF Radio Transceiver DSC FD

Optional Items
Optional items will be mutually agreed for inclusion / 
exclusion in vessel specification.
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VESSEL SPECIFICATIONS

NOORDHOEK
Industrieweg 23-29, 4301 RS Zierikzee
P.O. Box 200, 4300 AE Zierikzee
Tel +31 (0)111 456000, Fax +31 (0)111 456001
info@noordhoek.net, www.noordhoek.net


